From boatanchors@theporch.com  Sun Dec 22 20:09:07 1996
From: Sandy W5TVW <ebjr@worldnet.att.net>
Subject: Re: 6080 tube??
Message-ID: <19961222184703.AAA4879@LOCALNAME>

At 06:10 PM 12/22/96 +0000, you wrote:
>Hello gang,
>
>Seems like the more info I collect the strange the puzzles become.  I just
>acquired a 6080 tube in piece of surplus gear and haven't found it in my
>tube lists yet.  Anybody know right off the top of their head what it is?  I
>don't need specs or anything at the moment, just a general idea of what it is.
>
        A low mu dual triode.  It is actually a "premium" version of the
6AS7G.  Mostly
used for voltage regulator service.  Someone back in the 60's built a very
"hi-fi" amplifier using them in a transformerless output amplifier that
worked very well.

73,
E. V. Sandy Blaize, W5TVW
"Boat Anchors collected, restored, repaired, traded and used!"
417 Ridgewood Drive,
Metairie, LA., 70001
ebjr@worldnet.att.net
**Looking for: ELMAC PMR-7/PMR-12, Hallicrafters SR-75, 860 tubes**



From boatanchors@theporch.com  Sun Dec 22 08:28:42 1996
From: dfrancis@access.usa.net (Dexter Francis)
Subject: Re: 9 Pin plugs
Message-ID: <v01520d02aee2158157f0@[153.35.205.129]>

I have a couple in the inventory that appear to have been made by Amphenol.
(They are cable ends.)
Two others that appear to be relay plug bases, as they have square bases.
(Both were bought at OEM Parts in Colorado Springs CO.)

I've been holding on to them in anticipation of something, perhaps it was
your need.

I have no idea what they're worth. (Probably less than the priority mail
postage.)
Unfortunately I only have two of each, so I can't supply all three of the
same style.

-df

  *** CWest Tube Sales ***
  "Have Tubes Will Haggle"
       P.O. Box 22443
Salt Lake City, UT 84122-0443
       (801) 363-TUBE
        tubes@usa.net




From boatanchors@theporch.com  Sun Dec 22 08:28:42 1996
From: Jacqueline Herman <jherman@sierra.net>
Subject: ARRL Mobile Manual
Message-ID: <Pine.SUN.3.91.961221170742.9194B-100000@diamond.sierra.net>

I discovered a book hidden on the shelf that I'd forgetten all about:
The 1962 edition of the Mobile Manual. What a gold mine of compact
tube xmtrs, rcvrs, and xcvrs! By all means, if you see this book
anywhere, grab it! It contains so many ingenious ideas for mobiling
and portable work.

Under 3 feet of snow (and missing Hawaii very much),
Jeff KH2PZ / 7


From boatanchors@theporch.com  Sun Dec 22 08:28:42 1996
From: Ho4bart@aol.com
Subject: AUCTION posting with MABs etc, pse resend??
Message-ID: <961222050205_1087888795@emout07.mail.aol.com>

sorry i'm such a klutz, but i deleted this one too stead of saving it. 
the fellow who saw some items offered in a upcoming auction, can someone
resend that to me?  thank you indeed.
hue miller


From boatanchors@theporch.com  Sun Dec 22 08:28:42 1996
From: Ronnie Hull <larebel@ms1.nwla.com>
Subject: B&K 667
Message-ID: <1.5.4.16.19961222070100.08677462@ms1.nwla.com>

Seasons Greetings to all you anchormen! Question:

I recently acquired for what I thought was a great price, a B&K 667 tube
checker. This baby was so new, it even smelled new. Now granted, it was
designed for a TV type service, and therefore would not check many military
and specialized tubes, but for general use would have been okay. Now the
problem. I started checking tubes in my Collins R391 (which is not currently
working). I found a total of 14 tubes that checked very low. Only one was a
total failure. But when I began to check my replacements, most of t hem
check low too. In particular, these are 6BJ6 and 12ax7 types. Now fellas, I
could not be covinced that that many nos tubes are bad. Must be the checker.
Should I pursue getting this t hing fixex, or return it, get my money back,
and hold out for the elusive TV7/U ???

I really want to get this 391 going. I got it complete with cabinets,
covers, meters, and manual. But its p/s was missing. I got a replacement
from Fair finally, but no sound, no noise, dead silence from this machine.
At least the dial lights work! There is hope.....haha


Merry Christmas fellers! Now, if Santa will just bring me a pre-fab 16 X 20
building complete with boatanchor station, I will be content. Any BA rig
will do..... hehe

Ronnie - W5SUM



From boatanchors@theporch.com  Sun Dec 22 20:09:07 1996
From: Tom Norris <badger@telalink.net>
Subject: BA Christmas Miracle Wanted
Message-ID: <3.0.1.32.19961222185844.006b7450@telalink.net>

Thought I would ask the list if anyone has the following:

Cover for URM-25D and Case for TV-7A

Havent been able to find either in my searches.
Anyone just happen to have these lying about??

Thanks


******************************************************
 Tom Norris KA4RKT
 badger@telalink.net   Nashville, Tennessee, USA
-----------------------------------------------------
  Eagles may soar free and proud, but weasels 
       never get sucked into jet engines.
******************************************************


From boatanchors@theporch.com  Sun Dec 22 20:09:07 1996
From: gamrunrr1@juno.com (joe d spanker)
Subject: BA/Swap nets??
Message-ID: <19961222.065855.10150.0.gamrunrr1@juno.com>


		

   Hello All,  Happy Holidays!!  would someone be so kind as to post or
email a listing of  ON-THE-AIR BA/Swap nets with frequency, time and day
of the week.  I'm sure the info is available elsewhere but it entirely
eludes me!

Thanks.......


From boatanchors@theporch.com  Sun Dec 22 20:09:07 1996
From: n5off@w5ddl.aara.org
Subject: Ballast, 12V tubes for ^V6V
Message-ID: <536149@w5ddl.aara.org>

I have done the option john listed below, it is easy and works fine.

1. Replace the two 6AU6's with 12AU6's and short out pins 2 to 7 of the 
ballast. This can be done on the base of the ballast itself, and
put back in the socket for completeness. The two 12.6 V tubes in series
will then run OK on 25.2 V. 


7xxx  de tom


From boatanchors@theporch.com  Sun Dec 22 20:09:07 1996
From: spr@earthlink.net (Scott Robinson)
Subject: Capacitor life
Message-ID: <v01530501aee2fe0770d8@[153.34.196.9]>

Folks,

I have a tentative theory about paper capacitor life, and it's this: if
they lived in a very dry place, they are much more likely to be happy
cap'pers now than if not.  I live near San Francisco, and most of the caps
I see are goners.  Any Louisana respondents (I predict all dead caps) or
Arizona experiences to report?

Merry Christmas,


Scott Robinson
spr@earthlink.net
"Wait'll he puts on his stereo headphones..."




From boatanchors@theporch.com  Sun Dec 22 08:28:42 1996
From: Eugene Rippen <soundval@foothill.net>
Subject: Collins Journal, What else?
Message-ID: <32BCB04F.5C6F@foothill.net>

Hi gang,

I was just musing as I read my latest issue of Knepper's "Collins 
Journal", how I am never disappointed in it's contents.  Nmaely it always 
has good info about Collins gear.  It doesn't concern itself with Club 
Activity, Personalities and other social matters, as some publications 
seem to emphasis, in almost every issue.  

I always feel I can get my fill of that stuff from QST, which because of 
its size also has lots of good gear info always.

I also enjoy ARC, The Official Journal of the Calif. Historical Radio 
Society, The Old Timer's Bulletin (AWA). Stories about the pioneers are 
usually interesting, but, when they get into the current club officers'
personal lives, or who has had an operation, or who's kid got a 
scolarship, then I can lose interest fast.

In addition, Jim Carrington, speaks well of the Hollow State News,to 
which I intend to subscribe.  

My question is, are there other smaller publications out there as full of 
good info as the Collins Journal?  Maybe, for Hammarlund, National, 
Heathkit or what?

When I want to be super social, and gossip, I can always find a good rag 
chew on the air.  But, then. I choose the time and place.  And, I don't 
have to pay for the privilege.

What say?  Are there other BA publications that might be to my pragmatic 
liking?

Gene


From boatanchors@theporch.com  Sun Dec 22 08:28:42 1996
From: NavRad41@aol.com
Subject: Command set trans. FS---Update
Message-ID: <961221204800_1087853697@emout15.mail.aol.com>


Thanks to all that have responded.
All 3 transmitters have been sold.

Happy Holidays
73, Steve
NavRad41@aol.com


From boatanchors@theporch.com  Sun Dec 22 08:28:42 1996
From: Sandy W5TVW <ebjr@worldnet.att.net>
Subject: Corrupt Mailbox
Message-ID: <19961222061811.AAA1270@LOCALNAME>

        Sorry for the "ping"!
        Anyone who sent me mail last night (personally, not a 'general' message)
Please resend it!  My mailboxes bombed and they were lost.
        Thanks,
E. V. Sandy Blaize, W5TVW
"Boat Anchors collected, restored, repaired, traded and used!"
417 Ridgewood Drive,
Metairie, LA., 70001
ebjr@worldnet.att.net
**Looking for: ELMAC PMR-7/PMR-12, Hallicrafters SR-75, 860 tubes**



From boatanchors@theporch.com  Sun Dec 22 08:28:42 1996
From: jcall@sirius.com (Jim Carrington)
Subject: FS Military Sig Gen
Message-ID: <199612220456.UAA08913@mail1.sirius.com>

Hello BA folks,
I have a TS-413 military signal generator which is surplus to my needs now 
that I have a govt reconditioned URM25 from Fair Radio ($195 ouch). The 
TS-413 goes from 75kc to 40mc and also has separate meters for amplitude and 
modulation plus an attenuator that ranges from 100,000 uv to 10 uv as well 
as a separate 0-1 volt bnc output. It has 2 modulation frequencies (400 and 
1000cyc) and  0 - 50% modulation. There is an variable output for the audio 
modulation so it can be used as an audio generator at the 2 mod freqs. The 
generator works well on all functions and cosmetically I would rate it a 7 
out of 10 (original knobs, no rust,broken parts or dents.some scuffs on case 
but front panel fine) It does take about 1 1/2 hours to warm up to a non 
drifting condition and I dont have a manual for it however, it is built 
impressively inside with high quality parts  ,being made for the military, 
It is easier to move around than an HP606A and takes less bench space.  I am 
asking $65 for it . I dont have the time to pack and ship it but I can 
deliver to the upcoming Livermore swap meet or possible deliver elswhere in 
the SF bay area.
                                                        73s
                                                        Jim Carrington



From boatanchors@theporch.com  Sun Dec 22 20:09:07 1996
From: "L. Booth" <lbooth@comm.net>
Subject: FS: Galaxy RF-550
Message-ID: <32BD4B85.6F47@comm.net>

Galaxy RF-550 Wattmeter,
400/4000 Watts Forward/Reverse,
6 Position Antenna Switch.

This wattmeter, I believe,  is an accessory for the Galaxy GT550
transciever.  I have used it for a number of years with my HF station
and would be willing to let it go to a BA collector that needs a Galaxy
Wattmeter for their station.  The meter works fine, the case is about an
8 and it has the original knobs and feet. No manual is available.

I am just getting into BA things, National, Drake, Collins and could use
the cash.  I'll build another wattmeter for station use if someone would
like to add this to their Galaxy station.

$75.00 shipped and insured UPS ground.

Lionel
N5LB
Bush, Louisiana


From boatanchors@theporch.com  Sun Dec 22 20:09:07 1996
From: Greg Carter <kx4r@atl.mindspring.com>
Subject: FS: QST Binders
Message-ID: <199612221753.RAA126514@mule0.mindspring.com>

I have the folowing maroon color QST binders for sale :

Qty 15 of the small format - 1975 and all previous yrs.
Qty   4 of the tall size -  1976 and later yrs.
Qty   1 tan binder for Ham Radio magazines

Will sell them for $3 each plus shipping from zip 30178 in Georgia.

73 and Happy Holidays to all !
Greg  KX4R
kx4r@mindspring.com



From boatanchors@theporch.com  Sun Dec 22 08:28:42 1996
From: rlahlum@juno.com (Ross J Lahlum)
Subject: FS: Transformers
Message-ID: <19961221.204736.4062.13.rlahlum@juno.com>

Hi, BAites,

Just returned from my Dad's house in Wisconsin & much to his relief
brought
back a load of parts I had been keeping in his 
basement for the last 15- 20 years!
Among these items are a bunch of nice mil spec input or  interstage 
transformers which I got dumpster-diving at work a long long time
ago.  The ratings are:

Pri - 600 ohms c.t.
Sec - 600 ohms c.t.
250-6000 cps
Power 6 dBm
w.v. 35, but some say 500v
size approx 1" X1" X1.5"
hermetically sealed
Genisco p/n 30-6999

Anybody want some of these? They look like they'd make nice mic input
transformers for glowbug projects...

73,
Ross KB9JJR
rlahlum@juno.com


From boatanchors@theporch.com  Sun Dec 22 20:09:07 1996
From: jproc@bellglobal.com
Subject: RE: FUNKY FUSES 
Message-ID: <Chameleon.4.01.2.961222134605.jproc@>


> ALL ELEC. MANUFACTURERS PROVIDE EXTENSIVE FREE LITERATURE & APPLICATION
>INFO FOR THEIR PRODUCTS. LITTLEFUSE HAS A BIG BOOK, FREE. ASK ME FOR
>WHERE. I'LL HAVE TO EXPLORE " paper mountain " AGAIN TO FIND IT. 

Richard has raised a good point here. Trying to get a characteristics match 
between a circuit breaker and fuse can be a frustrating experieince. I tried 
replacing the 15 amp line fuse on the Marconi CM11 transmitter with a 
circuit breaker. This particular CB protects the HV voltage supply which 
consists of four 816 M.V. rectifiers (MVR's).  Many times, when the MVR's 
fired up, or the power level was changed, the CB popped from the resulting 
inrush. This arrangemnent proved to be very inconvenient, so I went back to 
the fuse.  

Regards,
-------------------------------------
Jerry Proc VE3FAB
E-mail: jproc@bellglobal.com
Radio Restoration Volunteer
HMCS Haida Naval Museum
Toronto, Ontario
-------------------------------------




From boatanchors@theporch.com  Sun Dec 22 08:28:42 1996
From: dfrancis@access.usa.net (Dexter Francis)
Subject: Hickock 752 settings for an 813 ???
Message-ID: <v01520d01aee20d326427@[153.35.205.129]>

Holiday Greetings to all -

I'm trying to figure out what settings to use with my Hickock 752 to test
an 813. I do have the numbers for an 814, which is a similar design; Both
are beam power tubes and use the heater as the cathode.  From the charts,
I'd guess that a setting of 10 volts, and 7140-0350 would do the trick, but
I must admit that I'm a bit unclear on the correlation between the
nomenclature for the knobs on the 752 and the pin designations in the RCA
data book once I get much past the heater filaments being 7 and 1, let
alone the "X" setting and whether or not to use the book figure for
transconductance as
a baseline.

The Hickock chart numbers seem to correlate the pin number on the tube to
it's function:  1 and 7  being the filament - but how do Grid A and Grid B,
Screen and Suppressor correlate to the callouts in the tube databook?  The
RCA databook illustration for the 813 just shows three grids. (Pins 4,3 and
5
as Grids 1, 2 and 3) Pin 5 is labeled as Grid 3 "IS".  Does the IS
reference indicate that it's a suppressor grid? (If so a setting of
7140-XXX5 may be in order.) Should pin 3 (Grid 2) get connected as a screen
rather than as Grid A or B?

I'm sure there is some obvious little detail having to do with tube design
that I'm just fuzzy on.
Can some helpful soul clear this up for me?

-df






  *** CWest Tube Sales ***
  "Have Tubes Will Haggle"
       P.O. Box 22443
Salt Lake City, UT 84122-0443
       (801) 363-TUBE
        tubes@usa.net




From boatanchors@theporch.com  Sun Dec 22 08:28:42 1996
From: Ho4bart@aol.com
Subject: HQ-110 avail, trade for aircraft anchor or??
Message-ID: <961222063400_1255656435@emout12.mail.aol.com>

i have a hq110 no suffix,  has clock , real good looking condx, with manual.
been gathering dust for couple years here & i should probably do something. 
it's real cute but i get more use out of gen cov.
if i could trade it for a hq100 i would probably be pleased. 
but feel free to suggest any other gen cov type,
or mil rec lf or mf or hf,
or civil aircraft non vhf radio,
or low tube count regen rec like homebuilt of kit 1930s.
i also like the lafayette he-30?  /  kt 320 ? the slide rule dial set one
step up from the 
kt 200 with q mult.
not in a hurry to complete this so don't worry abt it being gone overnite
that is, i'm assuming some else might like this, which might not be accurate
anyway i might exchange it for ca$hbucks altho i don't have good idea of a
fair 
price                                   tnx                     hue miller



From boatanchors@theporch.com  Sun Dec 22 20:09:07 1996
From: K1EL@aol.com
Subject: HW101 Crystal Filter Question
Message-ID: <961222105515_743612934@emout14.mail.aol.com>

Hi All,  I have been working on a Heath HW101 that I bought recently. It is a
completed kit that the builder gave up on after they couldn't get it working.

It's been frozen in time since 1974 ! Needless to say it has been an
experience
de-bugging it. Lots of cold solder joints, miswires, etc.

It's almost there but one thing has got me stuck. The receive passband is
skewed
by about 2 KHz. In lower sideband peak response is at zero beat and on upper
peak is at 3.2 KHz. My first guess was the carrier oscillators, but they are
dead
on frequency. This leads me to believe that the problem is in the crystal
filter.
Anyone have any experience is this area... I mean how likely is it that the
filter
is defective ?  I have checked components associated with the filter's input
and
output thinking that an incorrect input or output impedance might affect the 
passband but everything looks ok...

Thanks, Steve K1EL


From boatanchors@theporch.com  Sun Dec 22 08:28:42 1996
From: James Romuald <jmlromuald@worldnet.att.net>
Subject: Info Wanted on TCS-11 BA
Message-ID: <19961222001717.AAA24862@LOCALNAME>

I saw TCS-11 unit built by Collins at a shop that was in okay
condition.  The asking price was $150.00.  Is this a reasonable
price for this unit.

What was unit used for and What is it approximate age.  Would it
be good for shortwave listening.  

It didn't have power supply.  Is this an expensive item to obtain.

I am a beginning in this area and would appreciate any information
that you have available.

Iim Romuald
7732 Vincent Ave N
Brooklyn Park, MN 55444
jmlromuald@worldnet.att.net





From boatanchors@theporch.com  Sun Dec 22 08:28:42 1996
From: JOHN_SEHRING.parti@ecunet.org
Subject: LOST EMAIL
Message-ID:  <9612211750.aa08813@pcusa01.ecunet.org>


My apologies to anyone (esp. manuscript reviewers) who has tried to email
me since 11/27.

My email network was down til today.  It lost all incoming email so please
resend.

 -John Sehring (12/18/96  4:01 pm MT @Baker, Montana) UCC wb2eqg


From boatanchors@theporch.com  Sun Dec 22 08:28:42 1996
From: gpewitt@execpc.com
Subject: National PW4 variable caps
Message-ID: <Chameleon.961221233013.gpewitt@execpc.com.execpc.com>

I have found a small stash (5 or 6) of New-in-the-box National
PW4 variable caps.  These are the ones with the 90 degree
drive found in HRO's.  I think I can get them for about $30.00
each.  Is there any interest?  They are the large main tuning 
caps.
73  and Merry Christmas  Gary
-------------------------------------
Name: Gary Pewitt N9ZSV/KT  
      6120 W. Calumet Rd. Apt 204
      Milwaukee, WI  53223 
      414 355 8147 Home 414 297 4307 Work
E-mail: gpewitt@execpc.com
From boatanchors@theporch.com  Sun Dec 22 08:28:42 1996
From: gpewitt@execpc.com
Subject: Re: National PW4 variable caps 
Message-ID: <Chameleon.961222092557.gpewitt@execpc.com.execpc.com>

I'm no expert but they look exactly like the one in my
HRO-60 so they should fit  the 50 also.  I was told
that National used the same unit for a long time.
Makes sense because it's obviously a very expensive
thing to make.  I have had several other inquiries
so until everyone interested has one I'm not going
to sell them all to one person.  I don't like auctions
so the price will be what I pay plus $5.00 for my
trouble.  They have a Navy stamp on the box and on the
center gearbox.  It's an anchor with U.S..  If you 
don't mind I'm going to cc this to the ba list for
anyone interested.  
On Sun, 22 Dec 1996 00:03:17 -0800  Andersen wrote:
>gpewitt@execpc.com wrote:
>> 
>>snip 
Will these caps fit all the HRO's or only one model?
>If they are all alike, I would be interested.
>   Tnx   73   Doug
>

-------------------------------------
Name: Gary Pewitt N9ZSV/KT  
      6120 W. Calumet Rd. Apt 204
      Milwaukee, WI  53223 
      414 355 8147 Home 414 297 4307 Work
E-mail: gpewitt@execpc.com
From boatanchors@theporch.com  Sun Dec 22 20:09:07 1996
From: k9gdt@juno.com (George P Sieverson)
Subject: Re: National PW4 variable caps
Message-ID: <19961222.115838.10230.0.K9GDT@juno.com>

Hi Gary,
I'm interested in one.
Thanks,
George
***********************************
George Sieverson
Barrington, IL
K9GDT@JUNO.COM
**********************************


On Sat, 21 Dec 1996 22:28:39 -0600 (CST) gpewitt@execpc.com writes:
>I have found a small stash (5 or 6) of New-in-the-box National
>PW4 variable caps.  These are the ones with the 90 degree
>drive found in HRO's.  I think I can get them for about $30.00
>each.  Is there any interest?  They are the large main tuning 
>caps.
>73  and Merry Christmas  Gary
>-------------------------------------
>Name: Gary Pewitt N9ZSV/KT  
>      6120 W. Calumet Rd. Apt 204
>      Milwaukee, WI  53223 
>      414 355 8147 Home 414 297 4307 Work
>E-mail: gpewitt@execpc.com
>Date: 12/21/96
>Time: 23:25:37
>
>This message was sent by Chameleon 
>-------------------------------------
>
>
>


From boatanchors@theporch.com  Sun Dec 22 20:09:07 1996
From: gpewitt@execpc.com
Subject: Re: National PW4 variable caps 
Message-ID: <Chameleon.961222160359.gpewitt@execpc.com.execpc.com>

Sorry no dials.  I do have one I got some time ago
but I have plans for it.  You should see the beautiful
Hammarlund tickler coil I got.  Now I'll have to build
a regen to put it in.  
Ok if I cc this to the list?


On Sun, 22 Dec 1996 12:47:26 -0800  Bob Rolfness wrote:
>Gary - Thanks for thinking of the list for such a unique find. 
 
>Question, does the cap assembly include the large HRO style 
dial?  Or, 
>is the dial assembly additional?
>
>73's  Bob  W7VZX
>
>snip 
--------------------------------
Name: Gary Pewitt N9ZSV/KT  
      6120 W. Calumet Rd. Apt 204
      Milwaukee, WI  53223 
      414 355 8147 Home 414 297 4307 Work
E-mail: gpewitt@execpc.com
From boatanchors@theporch.com  Sun Dec 22 08:28:42 1996
From: y4562@csra.net (Larry Louie)
Subject: Need Manuals for Heathkit AG-9A & T-3
Message-ID: <199612220451.WAA11005@uro.theporch.com>

Just aquired Heathkit Audio Generator and Signal Tracer and need manuals or
a good copy of them.  The net has been very helpful so far in helping to
establish old test gear for my work bench.  So far only restoring old tube
type Seeburg Jukeboxes but will be planning on working on BA radios as soon
as we find some to work on. Will of course the cost of reproduction and mailing.

Thank you to the group in advance.


Larry Louie,  Martinez, Ga. 
llllllll




From boatanchors@theporch.com  Sun Dec 22 08:28:42 1996
From: "John H. Dilks III" <oldradio@worldnet.att.net>
Subject: New Book:  TUBE: The Invention of Television - It's Great!
Message-ID: <19961222042016.AAA28663@LOCALNAME>

to all,

There is a great New Book:  TUBE: The Invention of Television

You will want to check this out.  
You can find out more information at the 
New Jersey Antique Radio Club's Web Site:

     http://www.globalent.net/oldradio

Follow the link to Television

73' John Dilks, K2TQN

----------------------------------------------------------
    There's always something new about old radio at
          http://www.globalent.net/oldradio
 We update the site every week. See The Telegraph Column.
----------------------------------------------------------
.=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-====-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=.
|     73's from John H. Dilks, K2TQN, oldradio@worldnet.att.net      |
|                                                                    |
|   There's always something new about old radio on our Web Page.    |
|                   We update it every week!                         |
|=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-====-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=|
|     NJARC is on the WEB -   http://www.globalent.net/oldradio      |
|       Bringing Radio History to Everyone.  -  Check us out!        |
`=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-====-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=-=' 



From boatanchors@theporch.com  Sun Dec 22 20:09:07 1996
From: "Larry Bearse" <lbearse@mail1.nai.net>
Subject: Re: OOPS! (what do I do now)
Message-ID: <199612230032.TAA18842@mail1.nai.net>



----------
> From: Jim Lyle <jlyle@netcom.com>
> To: Multiple recipients of list <boatanchors@theporch.com>
> Subject: OOPS! (what do I do now)
> Date: Saturday, December 21, 1996 5:38 PM
> 
> Debugging one of my radios, I inadvertantly shorted b+ (for a good 20
> to 30 seconds.  Don't ask how... it was dumb).

	Well, so what, we all have good stories of  accidental pyrotechnics and
French fried fingers, it happens!

> What should I do now?  I've opened the transformer and performed a 
> visual inspection, and what little I can see looks old, but sound. 
> 
	Was the proper fuse installed in the BA? If it was and it did not blow,
maybe you got lucky. Run it for a couple of years with correct fuse (or
smaller) and see what happens!
		Happy Holidays........Larry...WA1LGQ

		lbearse@ct1.nai.net



From boatanchors@theporch.com  Sun Dec 22 20:09:07 1996
From: gpewitt@execpc.com
Subject: PW4 caps
Message-ID: <Chameleon.961222155915.gpewitt@execpc.com.execpc.com>

OK I have 7 people who want the caps.  I'll see how
many are left and let the winners know tomorrow.  I just
went with the order in which I received the replies.
Even if you never need to use one it will make a fine
display of old time radio craftsmanship mounted on a
nice wood base.  73  Gary

-------------------------------------
Name: Gary Pewitt N9ZSV/KT  
      6120 W. Calumet Rd. Apt 204
      Milwaukee, WI  53223 
      414 355 8147 Home 414 297 4307 Work
E-mail: gpewitt@execpc.com
From boatanchors@theporch.com  Sun Dec 22 08:28:42 1996
From: David Ross <ross@hypertools.com>
Subject: R-390A meters
Message-ID: <199612220016.QAA03088@kim.teleport.com>

BAfolk -

  There has been some discussion here about replacement meters for the
R-390A.  The wisdom so far is that 'just any' meter with the correct
full-scale current won't necessarily work -  the new meter has to have the
right internal resistance as well.

  The next question is this -  given a sensitive enough meter, could a
simple resistive divider of the proper value allow it to work in place of
the original S-METER?  Also, can we just put a diode in series with the
meter/divider and use it as a LINE AUDIO meter?

  I've got a great many 50 microamp meters which may be usable, and they'd
look a lot better plugging holes in R-390A front panels rather than sitting
in my shop.  These are all pulls from RT-671/PRC-47 radios, and all seem to
be made by either Dejur or Ideal.  The Dejur meters generally measure 1000
to 1500 ohms, and the Ideal units measure at 1800 to 1900 ohms.

  Does anyone have any ideas as to whether or not these 50 uA meters could
be made to work in any of the R-390/R-390A/R-391/R-392 RXs?

73 and Merry Christmas to all!
Dave Ross    KA6EPI    ross@hypertools.com



From boatanchors@theporch.com  Sun Dec 22 20:09:07 1996
From: bdhall@ghg.net (Benjamin D. Hall)
Subject: Re: R-390A meters
Message-ID: <32BD4E38.6112@ghg.net>

David Ross wrote:
>   There has been some discussion here about replacement meters for the
> R-390A.  The wisdom so far is that 'just any' meter with the correct
> full-scale current won't necessarily work -  the new meter has to have the
> right internal resistance as well.

This is indeed correct.  I picked up some 50uA 750? ohm meters from Fair
and here is what I was able to do.  For the VU meter, a simple small
signal diode and resistor combination made for a very usable meter.  It
isn't as spastic as an original like in my R-725, but works well.  Now,
for the SIGNAL STRENGTH meter, my replacement isn't that great.  I get
maybe half scale at most.  And the reason is that the originals were 17
ohms at 1mA, and are very sensitive.  You need to find a replacement
with the same sensitivity...  Note I don't have many numbers as all my
notes are in Houston.  However, I find my replacements (the VSWR meters
from Fair) look much better than holes (and I've also thought the
originals look ugly and cheap anyways and I think the VSWR replacements
look much nicer!) and even with the SIG STRENGTH meter only going to
half scale I find it better than nothing.

Now, for an interesting twist:  It has been suggested that one could
build a nice little one transistor (gasp!) amp to make the SIG STRENGTH
meter go full scale, but I haven't done much thinking about it.  Anyone
attempted to build such a beast?  Would be interested if anyone has it
figured out... 

73,
Ben
-- 
>From the computer of Benjamin D. Hall, junque collector extraordinaire.
Home for the holidays in Huntsville Alabama, deep in the Heart of Dixie.
e-mail:  BDHall@GHG.net




From boatanchors@theporch.com  Sun Dec 22 20:09:07 1996
From: Sandra L Knepper <slkst29+@pitt.edu>
Subject: Re: R-390A meters
Message-ID: <Pine.GSO.3.95L.961222181822.10607E-100000@unixs5.cis.pitt.edu>

With regard to replacement meters, remember that even though you have the
correct meter movement, it is the sensitivity of the meter that one must
match.  Placing a meter in the AVC circuit without an AVC amplifier can
load down the AVC especially on full scale.  Good receivers have AVC
amplifiers to avoid this problem.  

Happy Holidays.

Dave, W3BJZ



From boatanchors@theporch.com  Sun Dec 22 20:09:07 1996
From: RIlowite@aol.com
Subject: Re: R-390A meters
Message-ID: <961222185953_1754808931@emout11.mail.aol.com>

A simple amp for the meter coud be built with a chip the 741 which is about
as simple as could be.  W2GKG


From boatanchors@theporch.com  Sun Dec 22 20:09:07 1996
From: "David M. Nance" <dmnance@roanoke.infi.net>
Subject: R-392 Power Supply
Message-ID: <32BD75F6.6A83@roanoke.infi.net>

I need to construct a power supply for my recently acquired R-392.  Fair 
Radio no longer has any of their $27 specials that are listed with their 
R-392's and apparantly haven't had them for some time.  It has been 
suggested (and I agree) that I run filaments at 24 volts to prolong tube 
life and then supply 28-30 vdc to the plates.

Furnace and/or heat pump control transformers might be available to me 
and supply the 24 volts ac I need.  I figure I could parallel two 60 or 
80 VA units and that would give me plenty of capacity for the filaments 
which I believe require about 5 amps total.

Then all I need to do is construct a dc supply for the plates.  Does 
anyone have any design suggestions (or a source) for a low cost supply?  
I guess I need about a 0.5 amps.

Thanks

David - WB4SSE


From boatanchors@theporch.com  Sun Dec 22 20:09:07 1996
From: "Mark J. Blair" <mblair@gruumsh.irv.ca.us>
Subject: Re: R-392 Power Supply 
Message-ID: <199612221925.LAA00967@gruumsh.irv.ca.us>


dmnance@roanoke.infi.net (David - WB4SSE) wrote:

> I need to construct a power supply for my recently acquired R-392.  Fair 
> Radio no longer has any of their $27 specials that are listed with their 
> R-392's and apparantly haven't had them for some time.  It has been 
> suggested (and I agree) that I run filaments at 24 volts to prolong tube 
> life and then supply 28-30 vdc to the plates.

I run my R-392 with 28V on both the filaments and plates. I use a $50
Elpac 24V 10.4A power supply that I got from Fair. It can be adjusted
to (and probably beyond) 28V. The final output cap is rated 25V, so it
should be replaced. It can be hard to find one which has the right
ratings, but will fit in the same clamp without moving around the
other capacitors (I did, but it wasn't easy). The existing cap is very
small for a cap with its ratings.

Fair says that when they have tried to turn up the voltage on these
units, the crowbar circuit tripped and blew out most of the supply
(just like it's supposed to!). I emailed them my suggestions for how
to readjust the crowbar circuit. Mine was already set OK, but if you
get one of these units, I suggest you check it before playing with the
output voltage adjust.

I sent Fair a copy of the schematic diagram that I reverse-engineered
from the supply, so they should be able to supply a photocopy of it
with the supply.

The supply itself if a simple, brute-force linear supply. From the
case construction, it's clearly intended to be mounted inside
something else. It's fully enclosed (except for exposed power
transistors on the heat sink), but the case is just light sheet
aluminum. The input and output terminals are on a barrier strip of #8
screws on the front panel. There's no fan, but there is a massive heat
sink on the back. I put nylon transistor insulating caps over the
transistors, bolted some wooden rails on the bottom for feet, and
whipped up a masonite shield to cover the exposed terminals. It has
two sets of output screws, separate sense inputs (which must be
connected to teh outputs, either at the supply or at the load,
depending upon your application), and the output floats so you can
ground either side of it. There is no power switch. It can be wired
for 120 VAC or 240 VAC. It works nicely for me.

Just my two cents worth, and sorry about discussing a non-hollow-state
piece of gear. Happy holidays to all.

--
Mark J. Blair  KE6MYK
e-mail: mblair@gruumsh.irv.ca.us


From boatanchors@theporch.com  Sun Dec 22 08:28:42 1996
From: Karl Verren <kn6cw@hughes.net>
Subject: R390 3TF7
Message-ID: <19961222055620.AAA19279@[205.139.35.235]>

        Greetings to all,
The 3TF7 in my R390 just went open. Does anyone have or know where I can
purchase one of these ballast tubes? Tnx for the help in advance.
Karl Verren KN6CW
2894 Delmar Ave.
Mojave,CA.93501-1114



From boatanchors@theporch.com  Sun Dec 22 08:28:42 1996
From: John Kolb <jlkolb@cts.com>
Subject: Re: R390 3TF7
Message-ID: <Pine.SCO.3.91.961221220602.18179B-100000@sd.cts.com>

On Sat, 21 Dec 1996, Karl Verren wrote:

>         Greetings to all,
> The 3TF7 in my R390 just went open. Does anyone have or know where I can
> purchase one of these ballast tubes? Tnx for the help in advance.

The best answer is to get rid of the ballest tube.

A rather detailed study (in HSN or maybe Prodeedings) found that in
most cases, the ballest tube doesn't requlate very well anyway.

The transformer has a 25.2 VAC winding, which goes to the ballast tube
in series with the two 6AU6's (6.3V, 300 mA). The ballest can be replaced 
several ways.

1. Replace the two 6AU6's with 12AU6's and short out pins 2 to 7 of the 
ballast. This can be done on the base of the ballast itself, and
put back in the socket for completeness. The two 12.6 V tubes in series
will then run OK on 25.2 V. 

2. Replace the ballast with a resistor, proper power ratings, to
drop 12V at 300 mA (exercise left to the observer :)
The resistor will also eliminate any current surge for those two tubes
when power is turned on.

3. Replace ballast with half wave rectifier, filter cap, and 12V DC
regulator.

4. Pay upwards of $15 for a new regulator.  :(


John Kolb  KK6IL



From boatanchors@theporch.com  Sun Dec 22 08:28:42 1996
From: dave metz <metzd@cfw.com>
Subject: Re: R390 3TF7
Message-ID: <2.2.32.19961222123339.0072c3e8@milo.cfw.com>

John Kolb wrote:

>The best answer is to get rid of the ballest tube.
>
I agree and offer the following:

I have two units that sport a 15LE8 used as a "tube resistor". One has to
rewire the socket underneath, but it is easily reversible and this TV tube
is cheap and plentiful. The down side voltage is right at the necessary 12V
to go on to the PTO and BFO.  I just always liked the looks of a tube in a
tube socket. Admittedly, its no current regulator but line voltage here
isn't of the unstable type like the Army was worried in the original specs
for the ballast so its a very stable and very cheap fix.

There are many ways to get rid of this beast and John's comments hit the
nail on the head

73's dave



From boatanchors@theporch.com  Sun Dec 22 20:09:07 1996
From: John Kolb <jlkolb@cts.com>
Subject: Re: R390 3TF7
Message-ID: <Pine.SCO.3.91.961222105903.22431D-100000@sd.cts.com>

On Sun, 22 Dec 1996, dave metz wrote:

> John Kolb wrote:
> 
> >The best answer is to get rid of the ballest tube.
> >
> I agree and offer the following:
> 
> I have two units that sport a 15LE8 used as a "tube resistor". One has to

The 15LE8 is a twin pentode, and can be used like a 7360 beam deflection
tube - now find a way to wire it as a product detector  :)

John



From boatanchors@theporch.com  Sun Dec 22 20:09:07 1996
From: pmills@A.crl.com (Phil Mills)
Subject: R390A IF alignment question??
Message-ID: <199612222123.AA20503@A.crl.com>

Regarding alignment of the 455 kc IF, the tech manual
says "IF transformers T501, T502, and T503 are stagger
tuned in some models and all are tuned to 455 k.c. in
other models."  How do I figure out which I should do
on my unit?  Does it make a big difference?

thanks & 73,
Phil
.
Phil Mills, AB5TH         ****   *****
pmills@a.crl.com          
281-992-5762 DAYS
Friendswood, TX   (south of Houston)



From boatanchors@theporch.com  Sun Dec 22 08:28:42 1996
From: BEN NOCK <106312.1035@compuserve.com>
Subject: RACAL RA-1792 filters wanted
Message-ID: <199612220518_MC2-DC6-B07C@compuserve.com>


Hi, I am looking for the ssb filters for the 1792
receiver, USB and LSB, I need two of each.

Let me know if you can help or know of a 
possible source for these.

73, Ben G4BXD.



From boatanchors@theporch.com  Sun Dec 22 08:28:42 1996
From: w5jv@juno.com (John D Hensley)
Subject: Redifon R551N Ancillary Modules Data Needed
Message-ID: <19961221.230843.4631.18.w5jv@juno.com>

Relay from Andy Jackson, G8JAC.  If anyone can help,
please email him direct:

I'm looking for some information on a naval HF receiver and thought that
it might be available through someone in the RNARS.
The Rx concerned is a Redifon R551N and while I already have a copy of
the main RX handbook, (BR340),  I need the sections that deal with the
ARU18 Common Aerial Working unit and the ARU11 Synthesizer module. These
are add-ons to the main receiver.

Any help will be greatly appreciated and I can have accesss to good
photocopying facilities so I can do extra copies etc to return favors.

73 & Merry Christmas!

Andy Jackson
G8JAC
E-mail:  ajackson@cellnet.co.uk


From boatanchors@theporch.com  Sun Dec 22 20:09:07 1996
From: Sandy W5TVW <ebjr@worldnet.att.net>
Subject: Sandy's Christmas Freebies
Message-ID: <19961223020014.AAA7820@LOCALNAME>

        Ho, ho ho..!
        
        I have some stuff that is absolutely useless to me.  They are
looking for a good home to someone who might find them useful or 'trading
wampum'!
        A quantity of assorted, unused cartridge fuses:  Buss "NON" and
"NOS" types.
Probably close to 60-80 all told.  The "NON" types are 2" X 1/2" and the
NOS" types
are 5" X 3/4".  Various amperages from 1 to 20 amps.
        All I ask is shipping costs only.  If you can use them, they are
yours.  

73,
E. V. Sandy Blaize, W5TVW
"Boat Anchors collected, restored, repaired, traded and used!"
417 Ridgewood Drive,
Metairie, LA., 70001
ebjr@worldnet.att.net
**Looking for: ELMAC PMR-7/PMR-12, Hallicrafters SR-75, 860 tubes**




From boatanchors@theporch.com  Sun Dec 22 08:28:42 1996
From: Tom Norris <badger@telalink.net>
Subject: Source for inexpensive caps, etc...
Message-ID: <3.0.1.32.19961221232442.006d050c@telalink.net>

Had an overwhelming response to a little bit
I had mentioned in one post about a source for 
low-cost components. The place is a little store
in Nashville called "Javanco". they do mail order,
and they have a web page:

http://www.javanco.com/

Good source of "orange drop" type caps for those
who have no guilt of ripping out paper caps and 
replacing them. Low cost 'lytics as well.


******************************************************
 Tom Norris KA4RKT
 badger@telalink.net   Nashville, Tennessee, USA
-----------------------------------------------------
  Eagles may soar free and proud, but weasels 
       never get sucked into jet engines.
******************************************************


From boatanchors@theporch.com  Sun Dec 22 20:09:07 1996
From: n5off@w5ddl.aara.org
Subject: SP-600 Recap, all .01's
Message-ID: <536151@w5ddl.aara.org>

I recently did a (partial) recap on my SP-600 (wimped out on the RF deck).

A late military book I have recommends .01's be used in place of the 
.022's shown on the schematic.  So while you are at it, can the .022's
and just buy all .01's for recap.  You can then rest assured that you have
the full backing of the military in this late engineering change  :-)
Actually, just makes recap a little simpler.

Mine had all black mollies, and none were split or anything bad like that.
The rig worked well before the recap.

A friend at NIST has a theory that the old black mollies failed in batches.
Either they are all bad by now, or they are all still good.  This follows 
stories from users who have had to replace all caps as they were split, etc, 
and the other camp who never experienced any problems at all.

73 de tom


From boatanchors@theporch.com  Sun Dec 22 20:09:07 1996
From: launerb@crl.com (William H. Launer)
Subject: Re: SP-600 Recap, all .01's
Message-ID: <v01530500aee312de8e0a@[192.0.2.1]>

My SP-600-JX-17 has .01 ceramics everywhere the schematic shows .022's.
This appears to be original construction, and it works fine.

73, Bill wb0cld

Bill Launer
St. Charles, MO
launerb@crl.com
wb0cld@wb0cld.ampr.org [44.46.66.25]
qrp-l #279      qrp arci #3551
Grid Square EM48RT




From boatanchors@theporch.com  Sun Dec 22 08:28:42 1996
From: jeffa@ix.netcom.com (Jeff Anderson)
Subject: Re:  SP600 Recap
Message-ID: <199612220049.QAA10807@dfw-ix9.ix.netcom.com>

I recently purchased an SP-600 and would like to recap it.  Does anyone 
know how many caps, and of what values, I'll need?

Thanks,

- Jeff, WA6AHL


From boatanchors@theporch.com  Sun Dec 22 08:28:42 1996
From: "Lawrence R. Ware" <lrware@pipeline.com>
Subject: Spark transmitter and receiver design...
Message-ID: <3.0.16.19961221211543.3327d898@pop.pipeline.com>

Hi Folks, anyone interested in the design and sounds of spark transmitters
should check out the URL: http://newton.otago.ac.nz:808/ursi/belrose/spark.html
Wonderful data and diagrams from the a New Zealand radio magazine online.

-Larry


# Larry's Home for Wayward Test Equipment & Old Radios (tm)
# Let your test equipment retire in sunny central Florida.
# Intensive Care, Private Bench Space, Frequent Use,
# Factory trained HP, Tek. & Fluke Surgeon on staff.
# Good Home Guaranteed or double your junk back!
# lrware@pipeline.com       - Orlando, Florida -


From boatanchors@theporch.com  Sun Dec 22 20:09:07 1996
From: tomrice@netcom.com (Tom R. Rice)
Subject: Status of Phoenix Xtals?
Message-ID: <199612230115.RAA15257@netcom19.netcom.com>

	Back in September, someone posted an announcement
	re the formation of Phoenix Crystals, a new business
	run by John R. Morris, of Nevada, MO.

	I've left a couple of messages on Mr. Moore's answering
	device, but have, as yet, received no reply.  I specifically
	asked if he were officially in business yet and stated that
	I'd like to place an order (BA/GB net freqs on 40, 80 & 160).

	Can someone verify that Phoenix is there, in the quartz,
	so to speak?  I hate to keep bugging the guy if he's got
	problems.  

	73 de WB6BYH      
-- 
"Start off every day with a smile and get it over with."  --W.C.Fields
Tom R. Rice  
tomrice@netcom.com     
CIS: 71160,1122       


From boatanchors@theporch.com  Sun Dec 22 08:28:42 1996
From: Ho4bart@aol.com
Subject: tobacco fumes & anchors
Message-ID: <961222051147_236584994@emout14.mail.aol.com>

remember the odd habit called "smoking" ?
well some apparently still practice it.  what got me thinking about this was
something 
i read about how to clean tobacco (yuk ) residue off front panels.
i have a couple times received a b/a  via ups, unpacked it, and smelled
tobacco 
fumes in the packing. not to mention instances of old fashioned paper mail
letters
heavy with the aroma. some guys must have this habit really bad.
one person sent me cashbucks for some small anchor, and the U S ca$hbucks
absolutely reeked of tobacco. in my reply i suggested he attenuate this
habit.
i imagine he was surprised & not really happy with my suggestion. 
"tune for minimum smoke"
probably applies to b/a owners too.
hue miller


From boatanchors@theporch.com  Sun Dec 22 08:28:42 1996
From: "Jim Berry" <basalop@eskimo.com>
Subject: Transformer(s) needed
Message-ID: <199612220123.RAA27231@mail.eskimo.com>

Hello everyone in Tube Land,

I need a transformer or two for a couple of projects I have going.  
Need to build a supply for a couple of receivers, but lack the 
transformers.  Need something in the area of 225 to 275vac on the 
secondary side.  Got a complete DC supply?  I will go that route if 
you have one that puts out 200 to 250vdc.  I also need a 12.5vac job 
at around 4 or 5 amps.  

73 Jim K7SLI



Jim Berry K7SLI. QTH: Marysville, Wa  (Near Seattle)
Email: basalop@eskimo.com  FAX: 360-659-1360 
Ham Digital: K7SLI @ K7SLI.#NWWA.WA.USA.NA
Snail Mail: 5318 142nd PL NE Marysville, Wa 98271




From boatanchors@theporch.com  Sun Dec 22 20:09:07 1996
From: "Richard A. George" <wa6jox@rain.org>
Subject: Transformers needed
Message-ID: <Pine.SUN.3.95.961222165613.5763A-100000@coyote.rain.org>











I have the need for several transformers with the following specs. they
could be used, surplus, or new. the case size is not important.

Pri: 220 -240 vac

Secondary: 1450 1700 vac @ .700A capacitor input.

ICAS

What i want to end up with is 1950- 2500 vdc no load and would be open for
even transformers capable as voltage doublers, full wave center tapped, or
bridge rectifiers. extra windings on the secondarys, or dual primarys
would also not be important. any case size or style would also not be a
problem. pleas advise by e-mail if possible. 

Thanks Dick George
533 Corsicana Dr
Oxnard Ca. 93030






From boatanchors@theporch.com  Sun Dec 22 20:09:07 1996
From: bdhall@ghg.net (Benjamin D. Hall)
Subject: travel BA story
Message-ID: <32BDA748.3DBF@ghg.net>

Well folks, I decided to take the Hammarlund HQ-150 with me to Alabama
becuase it was lighter in weight than the R-390A, and had the SWBC bands
that the Drake 2-B lacks.

I was happy to notice as I pulled in the driveway last night that not
only was the 140' longwire still up, but that I had never even
disconnected the twin-ax lead-in!  Strictly plug-n-play!  Hooked it up
this morning and WWV on 15 MHz was 20 dB over S-9 on it...  Gosh, I miss
having a real antenna at the apartment in Houston...

73,
Ben
-- 
>From the computer of Benjamin D. Hall, junque collector extraordinaire.
Home for the holidays in Huntsville Alabama, deep in the Heart of Dixie.
e-mail:  BDHall@GHG.net



From boatanchors@theporch.com  Sun Dec 22 20:09:07 1996
From: wally@mindy.sys.sdl.usu.edu (Wally Gibbons)
Subject: Tube Tester Help
Message-ID: <9612222339.AA08844@mindy.sys.sdl.usu.edu>

Merry Xmas to all,,, enjoying listing to old Xmas music via firebottles.

Anyway, need a little help. Tried to use my 177/b tube tester to test some
tubes in a old Motorola UHF transmitter I'm restoring. The tester itself works
great on octals, etc. I am trying to use it with the test adapter on miniature
tubes such as 6J4's, 6bh6, etc. When the test button is pressed, the meter
swings toward the left peg, not upscale. I've checked the wiring of the test
adapter, verified tube settings, etc. What's missing in all the data I have
collected on the tube tester and adapter is the correct settings for the A & B
switches on the tester when using the adapter. That's got to be the problem,
I think.

Anybody out there using a 177 with adapter and can help me out with this??


Also,, pretty sure the 2C39's in my transmitter are shot,,, Anyone have a few spares around they are willing to part with,,,

Thanks and best wishes for the holiday season...

Wally Gibbons
wally@mindy.sys.sdl.usu.edu


From boatanchors@theporch.com  Sun Dec 22 20:09:07 1996
From: "F r6fqHo!ht" <75121.100@CompuServe.COM>
Subject: Tubes and more tubes
Message-ID: <961222214403_75121.100_IHV51-2@CompuServe.COM>

Hi gang!
	Well, first I'd like to thank all those who have relieved me of half my
tubes.  I am getting to the last names on the list and getting the boxes ready
and those parties notified.  Hope you all have fun sorting and finding a place
for your new stock.
	Next, I'd like to wish all the list a very Merry Christmas from my family
to yours.    
	Lastly, I'd like to offer some tubes I found that are labeled 310A.  They
are pulls from some AT&T equipment that was used for the underwater phone cable
from Guam to Makaha, Hawaii and from Guam to Japan.   These tubes are the old
hourglass shape and include the 6-pin socket, surface mount type.  the tube also
has a full height shield shaped like the glass and comes apart to see the tube.
I don't know what it was used for(electronically) but I have about a dozen.  
	I will get rid of these for $5.00 ea plus $1.90 for shipping.  Socket,
shield and the tube.   Oh yes, I also found  some of the same type that have no
shield, but come with  a ceramic socket  that can be mounted on stand-offs or in
the thru-hole configuration. It also has 2 vertical rods on which is mounted a
hold-down device which keeps the tube from vibrating loose.  Your choice.
	As far as the rest of my stock, it will be a while before I can make
another inventory list to see what is left.
	Have a great holiday season, everyone.  And keep those BA heaters going
through the winter season.

Raymond Cote 
1405 Dominis St #105
Honolulu Hawaii 96822
 



From boatanchors@theporch.com  Sun Dec 22 20:09:07 1996
From: n5off@w5ddl.aara.org
Subject: Want 51J-3 and R-388 Data
Message-ID: <536576@w5ddl.aara.org>

Looking for contract and serial number data for the 51J-3.

I've listed below what I have for US military contracts and the 
corresponding high s.n.'s seen by BA contributors, but I have no civilian
s.n. data, or anything for possible FAA, Coast Guard, airline or marine
sets.

Please review the list below, and let me know if you have any additional
US Mil contract info, higher s.n.'s, or civilian info.

Hey, thanks.

Merry Xmas 

Tom N5OFF

NObsr-49132 (AN/URR-23A)       91 
NObsr-52527 (AN/URR-23A)       91 
19624-PHILA-50                976 
1908-PHILA-51                 355 
3131-PHILA-51                 919 
3155-PH-51                   1379 
3164-PH-51                    153 
3167-PHILA-51                 491 
3357-PHILA-52, s.n. C36      1672 
3469-PHILA-52                  20 
3470-PHILA-52                1449 
25635-PHILA-53-36            1809 
25067-PH-54-55                363 
21318-PH-56                    88 
30951-PH-56                     0 
30951-PHILA-57                  0 
37003-PC-62                   171 
                            10027 



73 de tom


From boatanchors@theporch.com  Sun Dec 22 08:28:42 1996
From: Tom Kelly <tjkelly@apk.net>
Subject: Washington, Dc & Baltimore BA Haunts
Message-ID: <32BC98D2.7F72@apk.net>

Greetings,

I'm anticipting a trip to Washington, DC and Baltimore after Christmas.
Are there any surplus or BA stores or swapmeets in the area?  Also I'd
like to visit the Smithsonian.  Where would I look for its BA-type
exhibits?

Thanks for the info.

Tom
-- 

Tom Kelly
Novelty, Ohio (east of Cleveland)

mailto:tjkelly@apk.net


From boatanchors@theporch.com  Sun Dec 22 08:28:42 1996
From: "Allan Fritsche" <fritsche@msn.com>
Subject: Wax Cap replacement, Again
Message-ID: <UPMAIL03.199612220041160957@msn.com>

Hi Gang, There is a way to get those little Wax Paper caps to sing like new.
Ive had extremely good luck in just blasting them with a common hair dryer
to get out the moisture and then spraying with a clear acrlyic clear coat.
Now, if you have a short, thats a different story..

Take the time to measure a resistence across these little guys and if its in 
the 10 megohm range and it gives you a little kick from an anolog meter
theres nothing wrong with it. Blast it with the hair dryer and spray the Hell
out of it with acrlyic spray.

God Save the Queen and the old Caps.
Remember, once the caps are gone, the next step is the device they are 
installed in, Historically speaking.

your friend Al
fritsche@msn.com


From boatanchors@theporch.com  Sun Dec 22 20:09:07 1996
From: bdhall@ghg.net (Benjamin D. Hall)
Subject: Re: When I get bigger...
Message-ID: <32BD5BC3.4DA3@ghg.net>

Lawrence R. Ware wrote:

> Hummm, does a very young <g> 39 qualify as "transistor kid"?
> I'm young enough to of used an electronic calculator in high
> school math classes, *and* old enough to have learned electronics

Heh heh heh...  I'm definately a transistor kid, I'm 23, never used a
sliderule, and had a computer in the house since there were TI
99/4A's...  But with all the influence from this list, I can recognise a
pentode by peering inside the glass but I forget if the arrow points in
on a PNP transistor, heh heh heh...

Thanks and 73,
Ben
-- 
>From the computer of Benjamin D. Hall, junque collector extraordinaire.
Home for the holidays in Huntsville Alabama, deep in the Heart of Dixie.
e-mail:  BDHall@GHG.net




From boatanchors@theporch.com  Sun Dec 22 08:28:42 1996
From: BEN NOCK <106312.1035@compuserve.com>
Subject: WJ-8615 receiver info wanted
Message-ID: <199612220518_MC2-DC6-B07D@compuserve.com>

I am looking for info, circuit, handbook etc, for a 
VHF oldie, number WJ-8615. This is a tunable
receiver, upto a few hundred MHz, am/fm/ssb etc,
quite small front panel but quite deep, over 20 inch.
LED frequency readout, different tuning rates
selected by pressing buttons on the front.

If anyone knows this beast and can help, I'd be
most obliged.

73. Ben G4BXD



From boatanchors@theporch.com  Sun Dec 22 20:09:07 1996
From: "Edwin G. Buttell" <edd.b@snet.net>
Subject: WTB - R-392
Message-ID: <32BD86FF.498D@mail.snet.net>

I AM LOOKING FOR A CLEAN R-392 IN THE N.Y. AND N.E. AREA. THE RADIO MUST
BE IN WORKING CONDITION, AND THE CONNECTING CABLES, POWER AND AUDIO, ARE
A PLUS.
LET ME KNOW WHAT YOU HAVE AND WHAT PRICE YOU ARE ASKING.
						
					THANKS AND HAPPY HOLIDAYS TO ALL.
					                  de W1AFA EDD.B.


From boatanchors@theporch.com  Sun Dec 22 20:09:07 1996
From: Roland S Geter PhD <wb6lna@primenet.com>
Subject: WTB: Collins SC-101 or 312A-1/2
Message-ID: <199612230042.RAA13027@primenet.com>

Will pay cash to a subject unit working or not from anywhere!!
Roland S Geter PhD - WB6LNA/7 ex W2RPQ
 Internet: wb6lna@primenet.com			
	   roland@primenet.com
     ax25: WB6LNA@kc7y.az.usa.noam
Toll Free: 800-388-4383 Voice/Fax x765
 _______________________________________________________
|							|
|    Visit our Web page for brand newly manufactured	| 
|       Collins Radio Accessories and tell others.	|
|							|
|        http://www.primenet.com/~romad/collins.htm     |
|_______________________________________________________|





From boatanchors@theporch.com  Sun Dec 22 08:28:42 1996
From: "David M. Nance" <dmnance@roanoke.infi.net>
Subject: Yes, Virginia. There is a Santa Claus!
Message-ID: <32BCDE1B.305B@roanoke.infi.net>

There have been a few discussions lately regarding the high prices being 
asked for many boatanchors.  Several of you have written with stories of 
still being able to find a few bargains and those of us who were getting 
discouraged should be patient.  Here's my story:

Earlier I gave my trials and tribulations regarding the recent sale of a 
nice but incomplete R-392.  I had purchased it at an auction around 10 
years ago and when I got it home had discovered that someone had removed 
the crystals and the selectivity (ceramic?) filter from it.  Several 
times I had thought about getting rid of it and I finally decided to post 
it on the boatanchors newsgroup (I didn't know about this list at the 
time).

I quickly sold it for about what I had in it plus ten years of inflation 
and I will not go into the mess I preceded to cause with that transaction 
(I posted it earlier today).  However, had I waited a few more weeks 
until I found out about this group I most likely would have kept 
it and restored it.  But a deal is a deal and I went ahead with the sale.

So what happens.  Last Saturday, for the second time, I check into this 
new 2-meter "Traders Net" that just started up in our area last month and 
put out a notice that I'm interested in buying a few boatanchors.  I 
don't get any responses to my ad.  Then this guy checks in late and 
proceeds to say he has an R-392 that he wants to get rid of and will give 
to anyone who will just come and get it or he's going to throw it out.  
He didn't even hear my ad!

Needless to say, the R-392 was on my workbench that evening.  It is 
complete and is supposed to work.  So, my original R-392 went to where it 
will do the most good for someone and I no longer have a mild case of 
"seller's remorse".  

My 14 year old is going to use it for code practice as soon as I get a 
power supply built for it.  When I was his age, I had a BC-312 with an 
ARC 5 Q'5er and thought that was the greatest.  These kids sure got it 
easy these days.

Merry Christmas to All!

David Nance WB4SSE


From boatanchors@theporch.com  Sun Dec 22 08:28:42 1996
From: "Ray L. Mote" <rmote@rain.org>
Subject: ZM-11 is a "sleeper"!
Message-ID: <Pine.SUN.3.95.961222002701.24999B-100000@coyote.rain.org>

ZM-11/U is used to measure capacitance, inductance, resistance,
transformer turns ratio, dissipation factor (L & C), Q(L), insulation
resistance of capacitors and other parts, and leakage resistance of
electrolytic capacitors.  A 1Kc oscillator is used in a bridge circuit
for leakage and some of the other tests.  Leakage tests can be run at
rated voltage, variable to 500V.

Accuracies:

Capacitance:   10 pF - 10 uF    2%               (1 Kc)
                1 uF - 100 uF   3%               (1 Kc)
               10 uF - 1100 uF  5%               (1 Kc)

Inductance:   0.1 mH - 1 H      2%               (1 Kc)
                1 H  - 10 H     5%               (1 Kc)
               10 H  - 110 H    10%              (1 Kc)

Resistance:   1 ohm  - 11 meg   2%               (1 Kc)

Insulation Resistance:             
              200 - 500 meg     3% + 100 meg     (DC)
              500 - 1000 meg    3% + 200 meg     (DC)

Transformer Turns Ratio:
             0.01 - 110 (K=1)   2%   

DC Leakage current: (1, 5, 25 mA) 3% F.S.        (DC)

Dissipation Factor:  
             0 - 0.06 (10pF-.1uF)  20%           (1 Kc)
             0 - 0.6 (.1uF-1100uF) 20%           (1 Kc)

Q            0.5-20             20%              (1 Kc)

NOTE:  Most of the entries above spec these at "normal conditions" (24
degrees C, 14.9 psi, 70% relative humidity.  They also almost
universally add "+1 scale division" to each accuracy figure.

Now, show me a solid-state unit that'll do all *that*!  (And for an
original price of $233, to boot!)

Keep your eyes open, and you may be able to snag one.  Fair is selling
'em for over $100, but try the swaps first.  Box is 8.25 x 8.75 x 6
(ZM-11) or 8.75 x 9.75 x 6.26 (ZM-11B) -- don't know dimensions on
ZM-11A.  These babies sport *eight* tubes:  6E5, 6J6, pair 6AV6, 6AG5,
6AL5, 6AQ5, 6X4.

If you find a ZM-11B manual, I'd sure like to buy a photocopy.

73 & good hunting!...Ray Mote, K5FKT  <rmote@rain.org>  Oxnard, CA




From boatanchors@theporch.com  Sun Dec 22 20:09:07 1996
From: mirage!pamars@uucp-1.csn.net (P.A.Marshall)
Subject: Re: ZM-11 is a "sleeper"!
Message-ID: <9612221610.AA06494@mirage>

Ray L. Mote writes:
> 
> ZM-11/U is used to measure capacitance, inductance, resistance,
> transformer turns ratio, dissipation factor (L & C), Q(L), insulation
> resistance of capacitors and other parts, and leakage resistance of
> electrolytic capacitors.  A 1Kc oscillator is used in a bridge circuit
> for leakage and some of the other tests.  Leakage tests can be run at
> rated voltage, variable to 500V.

Also a good electrolitic reformer!


Al Marshall      "Real Radios Glow in the Dark"       almarshall@acm.org
1+219.665.5072        Mirage Computers, Inc.     pamars@mirage.angola.in.us

"The lyf so short, the craft so long to lerne." - Chaucer


